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BLIND



Sun Dial Industries 
email: element@smartblind.com  Tel + Fax: (905) 344-5940

Personal Data
	Name
	

	Address
	

	Phone #
	

	E-mail 
	


Blind Specifications
	Blind #
	Inside Mount Width
	Inside Mount Length
	Outside Mount Width
	Outside Mount Length
	Colour Code

	#1
	
	
	
	
	

	#2
	
	
	
	
	

	#3
	
	
	
	
	

	#4
	
	
	
	
	

	#5
	
	
	
	
	

	#6
	
	
	
	
	


Cable Specifications
	Label
	Description
	Length

	LT
	Length of 6 conductor cable required to connect the Power and Interface Unit to the Command Unit ( L2) and the Command Unit to the RJ12 adapter (L1).
	

	D1
	Length of RJ12 cable from RJ12 adapter to first blind.
	

	D2
	Length of RJ12 cable from first blind to second blind.
	

	D3
	Length of RJ12 cable from second blind to third blind.
	

	D4
	Length of RJ12 cable from third blind to fourth blind.
	

	D5
	Length of RJ12 cable from fourth blind to fifth blind.
	

	D6
	Length of RJ12 cable from fifth blind to sixth blind.
	


Options
	Local Command Unit:
	Yes
	
	NO
	
	Quantity
	

	
	
	
	
	
	
	

	RS-232 Remote computer interface:
	Yes
	
	NO
	
	
	






















































































































































